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ASSEMBLY MANUAL

Keep with Operators Manual

GRILLE GUARD
CUB CADET AND KIOTI TRACTORS

F-3591 10-22-04

2-6687

Spacers (2) are
only used when front

loader mounting
is not installed.

Front loader mount
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Figure 1

Installing Guard

Item Part No. DESCRIPTION QTY.

1 49203 GRILLE GUARD ASSEMBLY 1

2 49204 SPACER 2

3 G180181 SCREW, Cap, 1/2-13 x 2 4

4 G180177 SCREW, Cap, 1/2-13 x 1-1/2 2

5 G9414074 NUT, Lock, 1/2-13 6

Grille Guard can be installed using tools ordinarily avail-

able. Shut off engine and engage brakes during instal-

lation.

Grille Guard is compatible with 2409 and Kioti KL249

loaders.

INSTALLING GRILLE GUARD (Figure 1)

NOTE: Leave all attaching hardware loose until Grille

Guard is completely assembled to facilitate assembly

and proper alignment.

1. Attach Grille Guard Assembly (1) to tractor frame
using 1/2 x 1-1/2 cap screws (4), 1/2 x 2 cap screws
(3), 1/2 lock nuts (5) and spacers (2).

NOTE: Spacers (2) are only used when front loader
mounting is not installed.

CUB CADET MODELS KIOTI MODELS

8404 DK45

8454 DK50
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