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718717001 ASSEMBLY MANUAL 25282
715720001 2-5378
715725001 E— 2-5379
715726001 Kaep With Loader Operator's Manual 2-5380
715716001 2-6281
715716006 2-5986
715719056 2-6987
716717066 2-6989
715720066 PIN ON MATERIAL BUCKETS 2-8950
715726006 2-6391
715725016 : 26992

Figure 1
Pin On
Material Buckets

PARTS LIST - BUCKETS

ITEM _PABRT NG, CESCRIPTION aTY.
1 . BUCKET, 60" Standard Pin on (Inct udes ¢ cuttmg ﬂ-dgasj
) BUCKET, 72" Standard Pin Cn (Includas cutting adges)
v~ BUCKET, 83" Heavy Duty Pin On {Includas cutting sdges)

o ~ BUCKET, 72* Heavy Duty Pin Cn {Includas cutting adges!
) BUCKET, 84" Haawy Duty Fin On {Includas cutting adges)
) BUCKET, 84" Sncw Pin On {Includas cutting sdges)

2 28085-1 CUTTING EDGE, Left Sida (80" H.D.,72" H.D.. 84" H.D. 84" Snow) |
32817-1 CUTTING EDGE, Left Side (80" & 72" Standard) |

3 22542-3 CUTTING EDGE, Bottomn (80" Standard) LT 1
22542-5 CUTTING EDGE, Bottom (72" Standard) fiy
225435 CUTTING EDGE, Bottom (80" Heawy Duty) 1
22543-4 CUTTING EDGE, Bottom ETE" Heawvy Duty) e G 1
22543-3 CUTTING EDGE, Bottom (84" Heawvy Duty) 1
22542-8 CUTTING EDGE, Bottom (84" Snow) : 1

4 28086-2  CUTTING EDGE, Right Side (60" H.D,, 72" H.D., 84" H.D. 84" Snow) 1
32817-2 CUTTING EDGE, Right Sida {60" & 72° Standara) O

* Mot scld as repair part,
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ATTACHING PIN ON MATERIAL BUCKETS

. BUCKET BUCKET WIDTH  STRUCK CAPACITY
(Figure 1) = —
MODEL irchas | Cantimaters | Cubic | Cubic
Material buckets can be installad using tocls ordinarily I - Yares | Maters
available, 50" STANGARD o 153 18 s
S T - H " g -
At_ta:..h uunkgt t{_: |Iftﬁhﬂcll'l'llframe and .,L_Jcket cylinders 2°STANDARD 72 43 | a8 is ‘
with faur 1-1/4 pins, 3/8 x 3/4 shoulder boits and 3/8 lock -+ e
nuts (supplied with loader). | BO"H.D. 5D 152 | 44 34
MNOTE: Make sure grease fittings cn buckat cylinder rod | T¥HD. | T 183 | .35 4z |
ends are facing up. a4* M.O. as 218 | sa | ", |
| |
WARNING: Always wear safaty glasses B4” SMOW g4 | 213 92 | 70

when removing or installing buckets.
WARMING: Always usa a drift and hammer
made of non-sparking material /a shot filled
malletis recommendsd] fo Install or remove
pins. A steef hammer or drift could generata
flying metal fragments and result in injury.
Always wear safely glasses when using a
hammer to remove or install pins.

INSTALLATION
TRUCTIONS
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