
Hay Rake

Cab Controlled Hydraulic Adjustability Hydraulic Transport Locks

Walking Tandem Provides Exceptional Stability 55” or 60“ Rake Wheels

Independent Spring Shock on every Rake Arm Optional Center Wheel Kit

Cart Style with Hi-Capacity Performance Left or Right One Side Raking Kit Standard

Narrow Transport Width 9’ 2”
  
Clean Material Pick-Up



Specifications VRX12 VRX14
Number of Finger Wheels 12 14

Tines per Wheel 40 40

Finger Wheel Diameter 55” / 60” 55” / 60”

Tine Diameter 7 mm / 7.5 mm 7 mm / 7.5 mm

Min Transport Height 9’ 2” (2.8m) 9’ 2” (2.8m)

Transport Width 9’ 2” (2.8m) 9’ 2” (2.8m)

Min Working Width 22’ (6.7m) 24’ 11” (7.6m)

Max Working Width 25’ 1” (7.65m) 28’ (8.5m)

Min Windrow Width 3’ (.9m) 3’ (.9m)

Max Windrow Width 6’ 7” (2m) 6’ 7” (2m)

Operating Speed 14 mph 14 mph

Weight (approx.) 2,670 lbs (1210 kg) 2,955 lbs (1340 kg)

Tires 205-75/15 205-75/15

Min HP Required 50 HP (36.7 KW) 60 HP (44 KW)

CENTER WHEEL KIT- HYD LIFT
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The actuator selector makes it 
possible to quickly adjust the 

working width and windrow width 
from the tractor seat.  




